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Bij optimale plaatsing een optimale opbrengst 

On grid 

Models 

PRE WIND 

CAT-V-1KW 

PRE WIND 

CAT-V-2KW 

PRE WIND 

CAT-V-3KW 

PRE WIND 

CAT-V-5KW 

Rated power                               1000W 2000W 3000W 5000W 

Max Power                         1500W 2500W 3500W 5500W 

Blades rotor 

diameter                                                          1.8m 2,6m 3m 4.5m 

length of Blades            2,6m 2.6m 3.7m 3.7m 

Brake Method       Elelctromagnetic brake+PWM +3Phase dump load 

Blade material 

and quantity            FRP  / 5 Pcs                     FRP  / 5 Pcs                     FRP  / 5 Pcs                     FRP  / 3 Pcs                    

Generator weight   32kg 51kg 65kg 125kg 

Generator type  Outer Rotor  Disc Coreless Permanent Magnet Generator 

The top of weight                 95kg 150kg 180kg 385kg 

Rated rotate 

speed                                             150(r/min)  150(r/min)  150(r/min)  100(r/min)  

Rated wind speed                                            

9m/s  9m/s  9m/s  9m/s  

Start up wind 

speed                                                              1.8 m/s 1.8 m/s 1.8 m/s 1.8 m/s 

Working wind 

speed    3-25m/s 

MAX.Design wind 

speed               50m/s 

Output 

Voltage(AC)           
48V 96V 120V 

220V 

48V 96V 120V 

220V 

48V 96V 120V 

220V 

48V 96V 120V 

220V 

Controller                          ON-Grid Hybrid charging controller with 30% solar 

Invertor                            ON-Grid Invertor 

Rating1kva 

ON-Grid Invertor 

Rating 2kva 

ON-Grid Invertor 

Rating 3kva 

ON-Grid Invertor 

Rating 5kva 

Dump load rating             2kW 4kW 6kW 10kW 

Power per year(kWh) 

Wind speed 
(M/S) 

wind 
speed 

(KM/hr) 

wind 
power 

Beafort 

1KW 2KW 3KW 5KW 

> 3 10,8 2 842 1165 1747 2375 

4 14,4 3 1747 2918 3412 5898 

5 18 3 2478 4054 5023 8344 

6 21,6 4 3531 5796 7163 12663 

7 25,2 4 4838 8319 10761 16635 

8 28,8 5 6987 9759 15319 24899 

9 32,4 5 9881 17530 21518 34858 

10 36 5 11139 21882 30120 48279 

11 39,6 6 13082 24630 36945 57894 

12 43,2 6 14600 27937 39925 59819 

13 46,8 6 9230 24527 36164 62129 

14 50,4 7 7387 17577 31945 58975 

15 54 7 6614 14275 31117 56663 

Voorbeeld opbrengst curve: 


